













DESIGN AND FABRICATION OF HIGH-POWERED MICRO-PUMP USING  








Electro-Conjugate Fluid, ECF can directly convert electric energy into kinetic energy of the fluid without 
mechanical moving parts. Prototype models of high-powered and miniaturized micro pump module using the 
ECF for micro fluid power actuation systems are fabricated and experimentally investigated. New shape and 
arrangement of electrodes is proposed and fabricated to miniaturize the high-powered ECF micro pump. 
Based on these result, the new high-powered ECF micro pump has been proposed and fabricated. 


























































ている．また電極形状は，正電極の径が 100μmの 1 針，


















図５ は図４のような形状の正電極の突起の高さ h を
800μmから 25μmまで小さくした場合の圧力変化を示し
ている．計測を行う正電極は 4 種類用意し，h をそれぞ
れ 800μm，300μm，100μm，25μmとした．この実験にお
いて正電極の素材は全てタングステンを使用し，負電極
は全て厚さ T が 40μmのステンレス板を使用している．











































































のとき d=50μm，つまり D/d=3 のとき最も高圧力となっ
た． 










d (μｍ) D (μｍ) T (μｍ) D /d
Needle-Ring1 100 150 100 1.5
Needle-Ring2 50 150 100 3.0
Needle-Ring3 100 100 100 1.0
Needle-Ring4 100 150 300 1.5
















リング電極 5 と同じである． 











































また正電極の針の大きさ d は 50μm，負電極の穴の大き
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